
Dia. F/L O/L S/D
Number of

Flute

ARSST4-SP-4346-0102504-50 1 2.5 50 4 4

ARSST4-SP-4346-010304-50 1 3 50 4 4

ARSST4-SP-4346-010404-50 1 4 50 4 4

ARSST4-SP-4346-010504-50 1 5 50 4 4

ARSST4-SP-4346-01503804-50 1.5 3.8 50 4 4

ARSST4-SP-4346-01504504-50 1.5 4.5 50 4 4

ARSST4-SP-4346-0150604-50 1.5 6 50 4 4

ARSST4-SP-4346-0150804-50 1.5 8 50 4 4

ARSST4-SP-4346-020504-50 2 5 50 4 4

ARSST4-SP-4346-020604-50 2 6 50 4 4

ARSST4-SP-4346-020804-50 2 8 50 4 4

ARSST4-SP-4346-021004-50 2 10 50 4 4

ARSST4-SP-4346-0250604-50 2.5 6 50 4 4

ARSST4-SP-4346-0250804-50 2.5 8 50 4 4

ARSST4-SP-4346-0251204-50 2.5 12 50 4 4

ARSST4-SP-4346-0251304-50 2.5 13 50 4 4

ARSST4-SP-4346-030804-50 3 8 50 4 4

ARSST4-SP-4346-030904-50 3 9 50 4 4

ARSST4-SP-4346-031204-50 3 12 50 4 4

ARSST4-SP-4346-031504-50 3 15 50 4 4

ARSST4-SP-4346-041004-50 4 10 50 4 4

ARSST4-SP-4346-041204-50 4 12 50 4 4

ARSST4-SP-4346-041604-75 4 16 75 4 4

ARSST4-SP-4346-042004-100 4 20 100 4 4

ARSST4-SP-4346-051306-50 5 13 50 6 4

ARSST4-SP-4346-051506-50 5 15 50 6 4

ARSST4-SP-4346-052006-75 5 20 75 6 4

ARSST4-SP-4346-052506-100 5 25 100 6 4

ARSST4-SP-4346-061506-50 6 15 50 6 4

ARSST4-SP-4346-061806-50 6 18 50 6 4

ARSST4-SP-4346-062406-75 6 24 75 6 4

ARSST4-SP-4346-063006-100 6 30 100 6 4

ARSST4-SP-4346-082008-60 8 20 60 8 4

ARSST4-SP-4346-082408-60 8 24 60 8 4

ARSST4-SP-4346-082408-75 8 24 75 8 4

ARSST4-SP-4346-082408-100 8 24 100 8 4

ARSST4-SP-4346-083208-100 8 32 100 8 4

ARSST4-SP-4346-084008-100 8 40 100 8 4

ARSST4-SP-4346-102510-75 10 25 75 10 4

ARSST4-SP-4346-103010-75 10 30 75 10 4

ARSST4-SP-4346-103010-100 10 30 100 10 4

ARSST4-SP-4346-103010-150 10 30 150 10 4

ARSST4-SP-4346-104010-100 10 40 100 10 4

ARSST4-SP-4346-105010-100 10 50 100 10 4

ARSST4-SP-4346-105010-150 10 50 150 10 4

ARSST4-SP-4346-123012-75 12 30 75 12 4

ARSST4-SP-4346-123612-75 12 36 75 12 4

ARSST4-SP-4346-123612-100 12 36 100 12 4

ARSST4-SP-4346-123612-150 12 36 150 12 4

ARSST4-SP-4346-124812-100 12 48 100 12 4

ARSST4-SP-4346-126012-150 12 60 150 12 4
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